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DAS 2.0
Dust Analysis System 2.0

DAS2.0 is an IoT device specifically designed to monitor the soiling loss of PV power
plants. The real-time data helps asset owners/operators to optimize the module
cleaning schedules and boost the energy generation. By avoiding the unnecessary
cleaning, DAS2.0 can also reduce the O&M costs. Since its launch, over 200+ units have
been installed, monitoring soiling loss across multiple GW PV assets in Asia.

Rooftop Solar Sites
For a fleet of rooftop plants, the operators can
prioritize the most needed assets for cleaning,
reduce the cleaning costs and maximize the
overall power generation

Ground Mount Solar Sites
For utility-scale PV power plants, one can install
multiple DAS2.0 units for zone monitoring.
Cleaning can be prioritized by zone and not every
zone needs to be cleaned

Floating Solar Sites
For floating PV, DAS2.0 can be supplied with an
independent power source. The off-grid battery
design is ideal for offshore large-scale FPV

An IoT device to quantify the soiling 

loss of PV power plants
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Adapt for All Types of PV Power Plants
Ground mount/Floating/Rooftop PV
Quick installation on existing frames
High return on investment–payback within
one year

Monitor Power Loss due to Soiling
Suitable for both new and existing PV sites
Dedicated dashboard for each customer
24/7 real-time dust monitoring

Optimize Cleaning Schedules
Reduce unnecessary cleaning and O&M costs
Increase energy generation
Clean modules promptly to avoid hot spots


